ARMCO STEELS 
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Stainless Steel 
Enameling Iron 
ALUMINIZED STEEL 


ZINCGRIP PAINTGRIP 




Special-purpose steels that give you... 









































































Armco Stainless Steel 


Combines beauty, durability, and strength at low cost 

More than a quarter-century of wide use has demon¬ 
strated stainless steel’s utility as a medium for distin¬ 
guished architectural expression. In contemporary 
architecture, stainless steel’s attractive appearance, high 
strength and excellent corrosion resistance offer even 
greater opportunities. 

Beauty Plus Utility 

Armco Stainless Steel is available in a wide range of 
attractive finishes ranging from a soft, rich luster to a 
bright polish. You can achieve harmonious blending 
or effective contrast with the assurance that stainless 
will retain its handsome appearance. Stainless steel has 


Armco Enameling Iron 


For porcelain enamel curtain walls of proved durability 
and color fastness 

Armco Enameling Iron, the first sheet metal developed 
especially for porcelain enameling, offers you a build¬ 
ing material proved by long use in architecture. Modern 
curtain walls, porcelain enamel on Armco Enameling 
Iron, enable you to make full use of color and form 
in your designs. 

Unlimited Color 

Porcelain enamel gives you the choice of an infinite 
range of colors. And every color, from brilliant hues 
to soft harmonious tones, is durable, non-fading. In 


Armco ALUMINIZED STEEL Type 2 


Offers corrosion-resistant properties of aluminum plus 
the strength of steel 

Armco ALUMINIZED STEEL Type 2 is sheet steel 
hot-dip coated with aluminum by a special process. This 
unique, low-cost building material combines the atmos¬ 
pheric corrosion-resistant properties of aluminum with 
the structural strength and rigidity of steel. Twenty- 
year exposure tests in an industrial atmosphere show 
that the aluminum coating on this special steel lasts at 
least three times longer than an unpainted zinc coating 
on commercial galvanized steel sheets. 

Strength and Heat Reflectivity 

Economical durability combined with the strength of 
steel makes ALUMINIZED STEEL Type 2 ideal for 
architectural applications. It resists fire damage and 


no plated or chemically treated surface to deteriorate 
or wear off. Its high strength and corrosion resistance 
mean that durable beauty can be added to structural 
elements and building components such as mullions, 
windows, framing, fasteners and curtain walls. 

Economy 

Stainless means economy. Many curtain walls have 
recently been bid in stainless as low as 10% over other 
metals. Even though initial costs may be somewhat 
higher, stainless costs less in the long run because of 
its long life and low upkeep. Stainless steel’s enduring 
beauty also helps maintain the value of any building. 

Armco Service 

Armco Stainless Steel is available in the form, finish, 
thickness and size needed for your designs, and Armco’s 
long experience with stainless is available to you. 


addition, you can specify different finishes to emphasize 
or subdue color effects. 

Design Freedom 

Besides color, porcelain enamel on Armco Enameling 
Iron offers other advantages. Panels are available in a 
wide range of sizes, thicknesses and designs, with or 
without insulation. The excellent fabricating properties 
of Armco Enameling Iron mean you can specify formed 
or pattern-textured panels to meet your needs. 

Low-Maintenance Durability 

Successful use for many years is your assurance that 
porcelain enamel on Armco Enameling Iron will pre¬ 
serve the original beauty of your buildings and keep 
maintenance costs low for your clients. Fused to this 
special base metal, the glass-like surface of porcelain 
enamel is rain-cleaned, lasts a lifetime. 


the attractive matte surface of this 2-in-l metal reflects 
up to 80% of incident radiant heat. Buildings are 
cooler in summer and easier to heat in winter. 

Economical 

Structural sections of Armco ALUMINIZED STEEL 
Type 2 cost less than identical sections of equal-thick¬ 
ness aluminum. Additional savings are possible because 
the greater strength and rigidity of steel often permits 
the use of lighter gages. 

Low maintenance costs, long life and elimination of 
painting are other advantages of ALUMINIZED 
STEEL that mean savings to your clients. 

Wide Application 

Armco ALUMINIZED STEEL Type 2 is being speci¬ 
fied for a wide variety of architectural applications such 
as rolling doors, roof deck, siding, roofing, ventilators, 
curtain walls, lighting fixtures and other outdoor units. 

















































A special hot-dip zinc-coated steel that preserves paint 

Armco ZINCGRIP® PAINTGRIP® Steel provides 
the corrosion- and rust-protection of a hot-dip zinc 
coating, plus a special mill-applied paint-holding 
surface. It requires no on-the-job surface prepara¬ 
tion before painting, and preserves paint longer. 


Zinc Coating Won’t Flake 

Parts such as roof drainage, interior faces of curtain 
wall panels and partitions have assured protection 
against rust when they are made of ZINCGRIP 
PAINTGRIP. That’s because the special zinc coat- 


Two-year exposure test of painted panels shows how ZINCGRIP 
PAINTGRIP, compared to plain galvanized steel, prevents peeling 
of paint. 

ing doesn’t flake or peel during fabrication. This 
means there are no bare spots to rust prematurely. 


Paint-Holding Surface 
To the full weight zinc coating on ZINCGRIP 
PAINTGRIP, a special surface treatment provides 
a paint-holding film. This not only eliminates the 
need for any further surface treatment prior to paint¬ 
ing but insulates paint from the drying action of zinc. 


Get Complete Information on Armco Steels for Architecture 

Just mail the attached postage-free card or call the nearest Armco sales office. Additional information on 
each of these special-purpose Armco Steels and their use in architectural applications is available to you. 


GENERAL OFFICES 

3059 Curtis Street, Middletown, Ohio 

SALES OFFICES in following cities: 

Atlanta 9, Georgia..—.1874 Peachtree Road, N.W. 

Baltimore 13, Maryland . 3400 E. Chase Street 


Dayton 19, Ohio 


2801 Far Hills Ave. 


Berkeley 4, California 
Boston 16, Massachusetts 
Buffalo 2, New York 
Chicago 6, Illinois 

Cincinnati 26, Ohio_,__ 

Cleveland 15, Ohio_ 

Columbus 12, Ohio_ 

Dallas 19, Texas__. 


.2020 Milvia St. 


439 Park Square Bldg. 
704 Bank of Buffalo Bldg. 

.20 North Wacker Drive 

823 Delta Avenue 
1516-20 B. F. Keith Bldg. 

_1820 Northwest Blvd. 

- 3631 Cedar Springs Rd. 


Detroit 2, Michigan 


5*261 General Motors Bldg. 

Grand Rapids 3, Michigan_;_ 455 Cherry St., S.E. 

Houston 2, Texas__---- 1306 C. & I. Life Bldg. 

Indianapolis 2, Indiana ____ 1839 N. Meridian St. 

7100 Roberts Street 
3460 Wiishire Blvd. 
654 Starks Bldg. 


Kansas City 25, Missouri 
Los Angeles 5, California 
Louisville 2, Kentucky .... 


Milwaukee 2, Wisconsin ......725 First Wis. Natl. Bank Bldg. 

Minneapolis 2, Minnesota ___ 1460 Rand Tower 

New York 17, New York ____Chrysler Bldg. 


Philadelphia 7, Pennsylvania 
Pittsburgh 22, Pennsylvania 

St. Louis 5, Missouri .— 

Tulsa 3, Oklahoma .. 


1808 Phila. Natl. Bank Bldg. 

_ 2 Gateway Center 

_10 S. Brentwood Blvd. 

_ 201 KOME Bldg. 


ARMCO DIVISION 






w 

1 w/® 1 

I ARMCO STEEL CORPORATION 

other divisions and subsidiaries: Sheffield Division • The National Supply Company • Armco Drainage & Metal 
Products, Inc. • The Armco International Corporation • Union Wire Rope Corporation • Southwest Steel Products 
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